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Fully digital Torque fester with unique features:
- Accuracy 0.2-0.5% of full scale.
- Auto-Zero with software assistance.
- Reading in Peak hold, First peak and Track mode.
- Total 9 units display, with default mode.
- Unique option of Auto-reset in Peak mode.
- Go-NoGo (Pass-Fall) mode, user settable upper settable
and lower limit.
- Total 200 readings can be saved on the units memory,
and transferable to PC.
- Trouble-free dedicated software and cable provided for
transfer of memory to PC through RS-232 serial port.
- Date/Time Real time clock
- Rechargeable Battery. Torque testers are mainly designed for setting, testing
= and callbrating of torque tools. They can be used with manual
: or power tools. Rundown adapters are previded for use with
power tools.
Nextech torque tester is designed for heavy duty, accu-
e racy and convenience. The case is machined from a solid
-/ block of aluminum, which results in a safe hard shell that
protects and stabilizes sensitive devices. The large LCD
sereen provides a clear display of the reading, menu, mode,
batter status etc.

Nextech torque tester has a high data accuracy of
0.2%, in any 9 selectable units, The tester automaticatlly
adjusts to Zero reading as soon as the unit is open, The
reading can be in Track, Peak of First Peak. In Peak and
First Peak the tester analyzes the dynamic torque charac-
teristic curve and reports the correct Peak value. Since many
power tools create shock or impulse, this results in a multiple
peak torque. The First Peak report is provided so the opera-
tor can realize the characteristic of your power tools.

Some of the special functions that come standard with the tester are:

Auto-Reset Mode. In order to read the Peak torque, the Memory saved. Any Peak reading can be saved any-
tester will hold the reading until the reset button is pressed. time by pressing one simple button. A total of 200 readings

When the reset button is pressed, the unit's Auto-Zero will  can be stored in the memory together with the reading units.,
take effect and you are readdy for the next reading. To allow  with date / time stamper. This reading can be transferred to

free operation without pressing any reset button, the Auto- a PC vua RS-232 connector, with a simple to use software;
Reset mode is provided. This allows the operator to test the ~ both come with every unit. This provide paper-free opera-
fastening tool, one afer another, without having to press any  tion, eliminating errors from writing down on paper and
button for the next reading. This mode truly provides conve-  saves valuable time.

nience and increases your productivity.

Go-NoGo Mode. In general practice, an acceptable
range of readings is established and controlled. In this mode,
the unit can provide ease of judgment. The acceptable up-
per and lower limit is specified in the tester and the tester
will determine the reading whether or not it is within the con-
trol limit. If the unit says GO, then it is; otherwise NoGo is
displayed. This function makes the operation so simple that
anybody can use it.
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