
 

Product Highlights: 

 

Precise, accurate measurement 

 

Repeatable objective testing  

 

Many textural parameters 

 

Easy to use 

 

Many accessories available 

 

Information Technology Solutions 

Food Technology Corporation has been supplying  the 

food industry with high quality instruments to evaluate food 

texture. Texture analysis using the TMS-Pro System 

makes possible precise, objective, and repeatable meas-

urements of the texture of food products.  

Textural parameters such as firmness, stickiness, and 

hardness are established numerically and graphically for 

ease of communication and comparison to product specifi-

cations.  

These characteristics are determined by measuring the 

resistive and reactive forces of product samples during the 

application of controlled stresses such as compression, 

shearing, extrusion, puncture, bending, or other defor-

mations according to the textural properties of interest. 

Accessories such as the Kramer Shear cell or the 

Warner Bratzler cell are available as 

well as a host of penetration 

probes for fruit, vegetables, 

pasta and dough products, 

meat and processed prod-

ucts.  

 Specifications:  

Force Range up to 2500N  

Force accuracy 0.15% of load cell capacity 

Travel Range 300mm 

Position Resolution 0.01mm  

Speed Range 1 - 500mm/min 

Speed Accuracy Better than 0.1% 

Interchangeable Intelligent load cells 

TM S  P roðFoo d  A n a l ys is  

Professional food texture analysis 

giving precise, accurate measure-

ment of food firmness, stickiness 

or hardnessé   

 

M ec me s i n  O rb i s  

A simple, cost-effective solution to 

closure torque testing; rugged, 

lightweight and portable é. 

 

Mul t iTes t  d  

Motorised test stand providing cost 

effective food testing é. 

 

Vor tex d  

Motorised closure torque testing 

improves test accuracy and repro-

ducibility é. 

 

Vacuum/Leak  Detec t ion  

Non-destructive leak detection 

system for various packaging, both 

rigid and flexibleé. 

TMS ProðFood Texture Analysis 

SI Inst rumentsðtest  equipment  for  

F o o d  P r o c e s s i n g  
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The Mecmesin MultiTest d is Mecmesinôs latest 
version of their long proven series of motorised 
test stands.  An easy-to-use, robust stand-alone 
system, the MulitTest d measures both tension 
and compression.   
In the food industry, the MultiTest d provides a 
cost effective solution for food testing, in appli-
cations where the more advanced analysis pro-

vided with the TMS Pro is not re-
quired.   
Available in a 1000N or 2500N ver-
sion, the Mecmesin MultiTest d is 

ideal for most food 
tests, such as 
break, bend, or con-
sistency testing.   
Many probes and 
attachments are 

available making the 
MultiTest d invaluable 

in many different 
applications. Can be 

interfaced with 
g r a p h i n g 

software. 

The Mecmesin Vortex d is a motorised closure torque tester 
improving test accuracy and reproducibility.  Boasting an accu-
racy of 0.5% of full scale, and an internal sampling rate of 5000 
Hz (averaged down to 80Hz or 2000Hz peak capture depending 
on setting) the Mecmesin Vortex d is sure to give the most accu-
rate test results possible.  These test results can be stored inter-
nally or transmitted live to a PC for graphical output and analy-
sis. The large, clear LCD screen displays 
speed and angular displacement 
and the Adjustable crosshead 
accommodates a variety of 
samples up to 450mm in 
height. 

 Additionally, inte-
grated peak torque capture, pass/fail 

alarms and overload warning ensure the 
equipment is not likely 
to be damaged acci-
dentally, thereby pro-
viding many years of 
reliable service.  

For more information on any productðfax this back to us on 08 8352 6011 or email info@si-instruments.com  

Mecmesin OrbisðClosure Torque Vortex dðMotorised Closure Torque 

Vacuum/Leak Detection 

The Mecmesin Orbis delivers a simple, affordable solution to clo-
sure torque testing. The versatile mounting table can be adjusted 
quickly and easily to grip the base of any objectðwhether round, 
square or irregularly shapedðwith dimensions from 10-190mm, 

presenting it for application of torque 
by hand. This rugged, lightweight and 
portable tester is ideally suited to the 
production environment.  
The full bridge strain gauge torque 
sensor coupled with high speed elec-

tronics ensure accurate and op-
erator independent measure-
ment results of capping  and 

closure torque. 
 

Name:  _____________________________________________________  Position: ________________________________________________________  

Company: __________________________________________________  Address:  _______________________________________________________  

Phone:  ____________________________________________________                 ________________________________________________________  

Fax: _______________________________________________________  Email: __________________________________________________________  

Application Instrument needed for: ________________________________________________________________________________________________________  

      Ǐ TMS ProðFood Texture  Ǐ Mecmesin OrbisðClosure Torque Testing Ǐ Vortex d

      Ǐ Graphing Software  Ǐ Leak/Vacuum Testing    Ǐ MultiTest d 

The VCC 1010 is a non-destructive 
leak detection system for vari-
ous packaging, both rigid and 

flexible, and allows visual pin-
pointing of any leak. The VCC con-

sists of a transparent chamber with 
pressure measuring system down to 

200 mBar absolute.  
 
The operator friendly digital 
controller allows the user 
to pre-program test 
routines and store 
data from up to 
10,000 tests.  
The program rou-
tines offer a test turn-
around time of 20-30 
seconds. 
 

IP54 splash proofIP54 splash proofIP54 splash proof   
BiBiBi---directional torque testingdirectional torque testingdirectional torque testing   

Operator access can be limitedOperator access can be limitedOperator access can be limited   
RS232 outputRS232 outputRS232 output   

Backlit LCD screenBacklit LCD screenBacklit LCD screen   
                  Rugged, Lightweight, & PortableRugged, Lightweight, & PortableRugged, Lightweight, & Portable   MultiTest dðForce Measurement 


