
The Mecmesin Vortex sets a new standard for torque testing systems.  

Evaluating quality by measuring the response of products to an applied load 

is cost-effective, well proven in many industrial sectors, and appropriate for 

laboratory or production use. 

The Mecmesin Vortex is motorisedðimproving testing reproducibilityðor  

computerisedðallowing control of virtu-

ally every aspect of test proce-

d u r e s .  T h e  V o r t e x - i 

(computerized) is driven by 

Emperor software, which al-

lows programming to run to 

torque, angle, time or óbreakô, 

delay/resume and operator 

prompt, use of variables, 

cycling, looping, condi-

tional branching and optional 

automatic return to zero 

angle.  Analysis includes 

m a x / m i n / a v e r a g e 

torque, pass/fail, batch 

reports/statistics, data 

export, summary re-

port, global ñout of 

toleranceò warning.  

Displays real-time, 

with auto-scaling 

and zooming, mul-

tiple curves, op-

tional automatic 

display of results, 

tolerance band and 

interrogation annota-

tion of results.  Emer-

gency stop and overload 

protection, ómasterô or 

óoperatorô access, with 

automatic configura-

tion for suitable hard-

ware, and rejection 

of unsuitable hard-

ware.  Remote 

support and diag-

nosis via email. 
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VORTEXðTORQUE TESTING 

I N  THIS  ISSUE:  

VortexðTorque testing 

MultiTest -i  

MultiTest -X 

 ðtension testing 

 ðcompression testing 

 Visit us: 

 www.si-instruments.com 
Ã See the latest products 

Ã Download product brochures 

Ã Download manuals 

Ã Download trial software 

APPLICATIONS  

Computer Controlled ð 

       Vortex-i 

Insulin Pen 

Automotive Control 

Child Resistant Closure 

Watch Bezel 

Welcome to the latest issue of the SI Instruments Newsletter. Mostly based 

around Force and Torque testing equipment, SI Instruments can assist you 

with solving your unique application requirements. Please visit our new web-

site www.si-instruments.com for a full overview of brochures, manuals and a 

free trial of the newly developed EasyPlot charting software. 

http://www.si-instruments.com/


 P AGE  2  

Ã Vortexðtorque testing 

Ã Vortex iðcomputer controlled 

torque testing 

Ã MultiTest iðcomputer controlled 

tension and compression testing 

Ã Multitest Xðconsole operated  

tension and compression testing 

 

   MULTITEST-iðTENSION TESTING 

COMPRESSION 
TESTING  

The Mecmesin MultiTest-X is an 

easy-to-use, robust stand-alone system 

for measuring both tension and com-

pression.  The single column MultiTest-

X comes in 1, 2.5 or 5kN capacities, 

ideal for use on the shopfloorðno PC 

necessary.   

Like its twin column counterpart, it pro-

vides many automatic calculations. It can 

also be run to either load, displace-

ment or time, or be cycled be-

tween load or displacement lim-

its. A load can be held for a period 

of time, the value of a load or dis-

placement can be zeroed, and the 

test speed can be defined.   

 

With a crosshead accuracy of ±1%  

of indicated speed, a load meas-

urement resolution of 1:5000 or 

better, operating temperature 

between 10-35ºC, position 

co n t ro l  re so lu t io n  o f 

±0.01mm, humidity range of 

normal industry/laboratory 

conditions, load holding, 

output of test results to PC/

printer/datalogger, and a 

graphical representation 

when used with EasyPlot 

software, the Mecmesin MultiTest

-X is the ideal semi-automated 

quality testing system for the 

production floor. 

Also available in larger 

capacity twin column 

stands. 

The Mecmesin MultiTest-i is an easy-to-use, robust stand-alone computer-

controlled system for measuring both ten-

sion and compression.  The twin-column 

MultiTest-i comes in either 10 or 25kN 

capacities, specifically designed to test 

large or high-load samples and products.   

The integrated console enables quality 

managers and supervisors to set up sepa-

rate test programs via the alpha-numeric 

keypad, using basic machine control 

parameters. 

Calculations include peak load, mini-

mum load, average load, load at break, 

load setpoints, and displacement 

setpoints.  

The user I.D., batch, date and time 

are automatically stored.  System 

compensation ensures high accu-

racy. 

Smaller capacity single col-

umn test stands also avail-

able in this range. 

 

ðSpecifications (10 & 25kN): 

Speed Range (up to 10kN): 0.1-1000mm/min 

Speed Range (up to 25kN): 0.1-500mm/min 

Columns spacing:  400mm 

Travel (10kN):   960mm 

Travel (25kN):   950mm 

 

FREE TRIAL DOWNLOAD  

Visit www.si-instruments.com 

Download found in the download 

centre under ñMecmesinò 

Need more information on any of our products?   

Fax this to us on 08 8352 6011 or email info@si-instruments.com  
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