S| Instrumentsd test equipment for

Packaging

Product Highlights:
(] Easy to use with clear intuitive controls
®  Wireless communication

TehloTest e  LCD display with backlight

The all new wireless edition of the .
(] Highly accurate measurement

|l ong proven Head
o Interchangeable units: N, kg, Ibs

MultiTest i ®  Operates on batteries or AC power
Motorised test stand for force ° Only 1.6 kg

testngbgr eat for cr
(] Strong durable & robust

) (] Fully adjustable & fast response rate
Vacuum/Leak Detection uly adu P

Non-destructive leak detection ° Production line friendly

system for various packaging, both ) o . . .
4 P ging Sl Instruments has continued its innovation in the wine

ri id and flexib
9 industry with the all new TehloTesti the wireless edition of

the long proven Head Load Tester used in wineries

Vortex d )
throughout Australia. Meas-

Motorised closure torque testing )
uring the

improves test accuracy and repro-
ducibility €.
ware, making it possible to obtain a full graph of the

capping force on a computer screen.

Highly accurate measurement with a fast response rate
in a strong, durable, robust housing, the TehloTest is
easy to use, with clear intuitive controls. A fully adjust-
able stainless steel BVS head with fine adjustment and

locking screw allows for common wine bottle sizes,
head load of capping ma-
while still accommodating individual caps or unusual
chinery is now even easier!
bottles. The included spacer allows for taller bottles,
The TehloTest can be wire-
while additional spacers can be added if necessary.
lessly operated from a distance of up to
Combine all this with a large, easy to read backlit LCD
30 metresd no wires to be pulled or damaged. Ideal
display with interchangeable units of measurement (N,
for use in the production line, the TehloTest consists of
kg, or Ib).
two parts: the imitation bottle, containing the load cell, and

the user interface, containing the control module. The

possibilities extend further with EasyPlot graphing soft-
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