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Manually recording top load test results is a 

thing of the past when using the Mecmesin 

MultiTest x console systems. The MultiTest-

x console system can 

 measure the top load on PET bottles,  

record peak load,  

measure the bottle height,  

send information automatically to PC 

 with the  press of one button.  

The MultiTest console systems are designed 

for the Quality Control department and the 

production floor. The Console Tester can 

automate the testing process saving 

valuable time.  
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 Visit us: 

 www.si-instruments.com 
Ã See the latest products 

Ã Download product brochures 

Ã Download manuals 

Ã Download free trial software 

ANY SIZE OR SHAPE 
Awkwardly shaped containers are easily accommo-

dated in the versatile mounting table fea-

tured on all Mecmesin torque testing 

equipment. Moveable gripping pegs may 

be simply repositioned to align the clo-

sure over the central axis of the mount-

ing table. Mecmesin are also able to offer 

custom-engineered gripping accessories. 

The Mecmesin Orbis clear, backlit LCD 

screen displays maximum torques up to 

6Nm (50  lbs.in) in both  clockwise and 

counter-clockwise directions. Once cap-

tured, results may be easily exported to a 

PC, printer or data-logging device, via a 

single button press, using the testerôs 

integrated RS 232 output. The Mecmesin 

Orbis is IP 54 ratedðideal for use on the 

factory floorðwith a moulded carry handle 

& compact lightweight design making this a 

highly portable torque tester. 

IP54 splash proofIP54 splash proofIP54 splash proof   

BiBiBi---directional torque testingdirectional torque testingdirectional torque testing   

Lockable buttonsLockable buttonsLockable buttons   

RS232 outputRS232 outputRS232 output   

Backlit LCD screenBacklit LCD screenBacklit LCD screen   

                  PortablePortablePortable   

Welcome to the latest issue of the SI Instruments Newsletter. Mostly based 

around Force and Torque testing equipment, SI Instruments can assist you 

with solving your unique application requirements. Please visit our new 

website www.si-instruments.com for a full overview of brochures, manuals 

and a free trial of the newly developed EasyPlot charting software. 

http://www.si-instruments.com/
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Ã Co-efficient of Friction testing 

Ã CRCðChild Resistant Closures 

Ã Mecmesin Closure Torque Testers 

Ã Mecmesin Force Gauges 

Ã Tensile Testing in Packaging 

Ã Top Load Tester 

Need more information on any of our products?   

Fax this to us on 08 8352 6011 or email info@si-instruments.com  
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   CHILD  RESISTANT CLOSURES  TENSILE  
TESTING  

IN PACKAGING 

CO-EFFICIENT OF  
FRICTION-TESTING 
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Form-fill seal converting machinery needs to 

move, feed, shape, stretch, cut, weld and apply 

tensile load to raw packaging materials at high speeds. The mate-

rialôs surface roughness has a critical impact on the ease with 

which this may occur and hence the efficiency of the converting 

process. Co-efficient of friction is a useful parameter for characteris-

ing the surface roughness of 

the material. Mecmesinôs 

COF testing system pulls a small sled across a horizontal test plate, over a 

specified distance. Either the test plate or sled may be coated in the test mate-

rial, or both, to replicate the converting process. The sled is connected via a 

pulley to a load cell, which is raised at a constant speed to drag the sled 

across the test plate and measure the frictional resistance.     

 

Tensile tests in packaging are used to determine the 

behaviour and strength of glued or heat-sealed seams 

on foil or plastic packaging. As such they provide a 

quantifiable assessment whether a package can be eas-

ily opened by a consumer but will not tear completely 

so that the contents will spill out. Typical tests include 

tensile strength, elasticity, elongation, tear, peel and joint 

strength. Mecmesin has a range of test stands and grip-

ping fixtures suitable for packaging tensile test applica-

tions.  Can be used in conjunction with EasyPlot Graphing 

Software. 

  FREE TRIAL DOWNLOAD  

 

Visit www.si-instruments.com 

Download found in the download centre under ñMecmesinò 

In designing 

child-resistant 

c l o s u r e s 

(CRCôs), a 

fine bal-

ance must be 

struck between security and 

accessibility. The Mecmesin 

CRC Tester enables si-

multaneous measure-

ment of compressive 

force and torque to 

characterise the ópush 

and twistô action 

employed in open-

ing a CRC. The 

CRC Tester is also 

suitable to assess the 

reverse ratchet 

torque of CRC 

closures.  


