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MINI TEHLOTEST 
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SI Instruments has developed the mini TehloTest for measuring 
head load force in capping machines. The wireless edition of the 
long proven Head Load Tester is now available in a miniaturized 
size.  The mini TehloTest is ideal for small bottles as it is only 42mm i n 
diameter and 101mm tall. The mini TehloTest can be wirelessly op-
erated from a distance of up to 30 metresτno wires to be pulled 
or damaged while the unit travels through the capping ma-
chine. Designed for use in the production line, the mini 
TehloTest consists of two parts: the mini TehloTest unit (right)
containing the load cellτin a custom made sleeve to imitate 
the exact size and shape of the bottlesτand the user inter-
face, containing the control module.   
 

 
 

 
 

 
 

 
 

 
 
 
 

 
The possibilities extend further with EasyPlot graph-

ing software, making it possible to obtain a full graph of the 
capping force on a computer screen. 

 
Accurate measurement with a fast response rate 
in a strong, durable, robust housing, the mini 
TehloTest is easy to use, with clear intuitive 
controls. The mini TehloTest is used as an in-
sert in a custom made sleeve/imitation bottle 
to suit your individual requirements. Large, easy 
to read backlit LCD display with interchangeable 
units of measurement (N, kg, or lb). 

Key Features:Key Features:Key Features:   

Easy to UseEasy to UseEasy to Use   

Large LCD DisplayLarge LCD DisplayLarge LCD Display   

Digital load cellDigital load cellDigital load cell   

High AccuracyHigh AccuracyHigh Accuracy   

Strong & RobustStrong & RobustStrong & Robust   

WirelessWirelessWireless   

101mm 

Force Gauge  

Accurate and repeatable meas-

urement of  push or pull forceð

Measure side roller forceé. 

Torque Tester  

Manually test torque of bottle 

tops to ensure a perfect sealé. 

Teh loTes t  

Measure head load force in 

capping machines for most stan-

dard sized wine bottlesé. 

Eas yP lo t  

Graphing Software for PC plot-

ting force vs time or torque vs 

displacementé. 

Head Load Tester  

The wired version of the 

TehloTest has long been proven 

in wineries across Australiaé. 

RELATED PRODUCTS 

ø42mm 

The mini 
TehloTest 
shown inside 
an imitation 
bottle for 
testing in the 
bottling  
process 


