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/ Key Features: \
e Easy to Use
o Easy read Display
o Digital load cell
o High Accuracy
¢ |IP54 Splash Proof

¢ Strong Rugged
construction

/
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Companies across the world have come to rely on the
Mecmesin Orbis manual closure torque tester. The Mecmesin
Orbis is invaluable for testing awkwardly shaped containers, for
these are easily accommodated in the versatile mounting table
featured on all Mecmesin torque
testing equipment. Moveable
gripping pegs are simply
moved so the closure is
over the central axis of
the mounting table.
Sl-Instruments  have
developed a pouch
holder to allow for
measuring the clo-
sure torque on the new
baby food pouches (picture
below). The pouch slips easily into the
holder, where the cap is instantly in the centre
of the torque tester, ready for measurement.
The clear, backlit LCD screen on the Mecmesin
Orbis displays maximum torques up to 6Nm (50
Ibs.in) in both clockwise and counter-clockwise direc-
tions. Once captured, results may be easily exported
to a PC, printer or data-logging device, via a single button press, using the
RS 232
The Mecmesin Orbis is IP 54 ratedd ideal for use on the factory

testerd6s integrated output .
floord with a moulded carry handle & compact lightweight de-
sign making this highly portable torque tester an invaluable aid

to maintaining quality closure seals.

The Pouch Holder can be easily removed, so the
Mecmesin Orbis can be used for standard bottles
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Force gauge
Accurate & repeatable force
measurement including Blue-

t oot h

Mecmesin Vortex
Motorised or computerized

torque testinge.

Test Stands
Manual or motorised test stands
for use with force gauges to
ensur e

even gredg

Digital Hardness Test
Measure hardness of rubber or
plastics with a Shore Digital

Durometer é.

TehloTest
Measure head load forces in
capping machines wirelesslyd
imitation bottle goes through the

capping
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For more information on any productd fax this back to us on 08 8352 6011 or email info@isistruments.com

Name: Position:
Company: Address:
Phone:
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Application Instrument needed for:

INSTRUMENTS

WWW.Si-instruments.com
GPO Box 1530, Adelaide, SA, 5001
256 South Road, Hilton, SA 5033 AUSTRALIA

Email:
Phone:
Fax:

info@si-instruments.com
+61 (0) 8 8352 5511
+61 (0) 8 8352 6011

technol ogyé

processg.



